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The tread pattern design of Proxes TR1 blends form 
with function to provide outstanding performance with 
an individual identity.

Innovative new wear indicators allow enthusiastic drivers to 
take advantage of exceptional handling and grip throughout 
the life of the tire while also enhancing the environmental 
impact of reducing waste. 

Speed Index  V, W and Y. 14 - 18 inches.

CONSTRUCTION  TECHNOLOGY

Spiral-Wound Cap Ply 
• Good wet and dry handling stability

High-Tensile Steel Belts 
• Good handling and 

directional stability 
High-hardness Bead Filler 
• Linear steering response 

and durability 

High Stiffness  
Rib & Taper Slit
(Dry & Wet 
Performance)
• Ensures grip 

and stability 
during cornering

Wide Groove
(Wet Performance)
• Ensures water 

drainage

TREAD PATTERN FEATURES
Aggressive DesignFunctional Design

Zig-zag
& Conical Groove 
(Dry & Wet 
Performance)
• Ensures water 

drainage and 
provides good 
traction

Unique Wear Indicator
• Indicator of tread wear 

progress

Open Lateral Slit 
(Wet Performance)
• Ensures water 

drainage

Long Slant 
Groove
(Wet Performance)
• Ensures water 

drainage

TIRE PERFORMANCE

WET BRAKING DISTANCE
SHORTER

84

100

16%

16% shorter than PROXES T1R

ROLLING RESISTANCE
LOWER

90

100

10%

10% less than PROXES T1R


